SCOPE 99 ЛИ
Sofia, 30.09.2025
DRAGIEV & CO LTD.
TESTING LABORATORY 

Management address: 4000, Plovdiv, 56, Vasil Levski Str. 
Laboratory address: 4218, Tsalapitsa, Plovdiv Region, Harmanchetata Area, 
Asphalt Base of Dragiev & Co.

To perform testing of:
	Type of the scope: flexible*

	№
	Tested Products
	Type of Test/Characteristic
	Testing methods
(standard / validated method)

	1
	2
	3
	4

	1.
	Construction soils
	1.1 Elastic and deformation module
- Medium elastic module
- Deformation modules
- Deformation modules ratio E2/E1
	БДС 15130

	
	
	1.2 In-situ density
	AASHTO T 191

	
	
	1.3 Standard density at optimum water content. Proctor method.
	БДС EN 13286-2,
items 7.1, 7.2, 7.4, 7.5

	2.
	Aggregates for:
- bituminous mixtures, road pavements, airstrips and other transport areas;
- unbound and hydraulically bound mixtures for use in construction equipment and road construction;
- Additives for concrete;
- Mineral flour for asphalt mixtures.
	2.1 Particle size distribution
	БДС EN 933-1

	
	
	2.2 Flakiness index
	БДС EN 933-3

	
	
	2.3 Shape index
	БДС EN 933-4

	
	
	2.4 Sand equivalent
	БДС EN 933-8+A1

	
	
	2.5 Resistance to fragmentation. Los Angeles Coefficient
	БДС EN 1097-2

	
	
	2.6 Water content
	БДС EN 1097-5

	
	
	2.7 Particle density and water absorption:
· specific particle density, ρa;
· particle dry density, ρrd;
· particle saturated-surface-dry density, ρssd; 
· water absorption
	БДС EN 1097-6 Pycnometric method and Basket method

	3.
	Bitumen and bituminous binders.
	3.1 Penetration
	БДС EN 1426

	
	
	3.2 Softening point - Ring and Ball method
	БДС EN 1427

	
	
	3.3 Elastic recovery of modified bitumen
	БДС EN 13398

	4.
	Asphalt mixtures
	4.1 Bulk density
	БДС EN 12697-6 Procedure A, B, D

	
	
	4.2 Maximum density
	БДС EN 12697-5

	
	
	4.3 Void characteristics
	БДС EN 12697-8,
 item. 4

	
	
	4.4 Marshall test 
- strength 
- flow
	БДС EN 12697-34

	
	
	4.5 Particle size distribution
	БДС EN 12697- 2

	
	
	4.6 Soluble binder content
	БДС EN 12697-1, Extraction Centrifuge Method

	
	
	4.7 Thickness of bituminous pavement
	БДС EN 12697-36, Destruction measurement

	
	
	4.8 Reference density
	БДС EN 12697-9**

	
	
	4.9 Bituminous mixture temperature
	БДС EN 12697-13 Measurement with a contact thermometer

	
	
	4.10 Dimensions of a bituminous specimen
	БДС EN 12697-29




To perform sampling of:
	Type of the scope: flexible*

	№
	Product
	Sampling methods
(standard/validated method)

	1
	2
	3

	1.
	Aggregates
	БДС EN 932-1

	2.
	Asphalt mixtures
	БДС EN 12697-27



**Repealed but not replaced standard with regard to the testing method.

*Flexible scope: Implementing a new version of standards/documents or standards / documents replacing them is allowed. An updated list of standards/documents and their dated versions is provided by the laboratory.
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