
ORDER
№ A 398
Sofia, 13.09.2023г.
“NATIONAL RESEARCH AND CERTIFICATION INSTITUTE”
/NRSI/ EOOD, CITY OF SOFIA
PRODUCT CERTIFICATION BODY
Address of the management: 1606 Sofia, 13 “20th April” street
Address of the CAB: 1000 Sofia, 3 Ivan Vazov steet
To perform certification of products in accordance with the following scope:
	Type of scope: flexible*

	No
	Product, process, service
	Certification Scheme
	Normative act/standard/ Technical specification

	1
	2
	3
	4

	1.
	Concrete
	Procedure:
WQP-P. 11.14
	БДС EN206+A1;
БДС EN 206+A1/NA

	2.
	Petroleum products
	Procedure:
WQP-P. 11.11
	

	2.1
	Mineral oils
	
	

	2.1.1
	Motor oils
	
	БДС 14362; БДС 9785;

БДС 7815

	2.1.2
	Hydraulic oils
	
	БДС ISO 11158

	2.1.3
	Gearing oils
	
	БДС ISO 12925-1

	2.1.4
	Transmission oils
	
	БДС 14368; БДС 9797

	2.1.5
	Compressor oils
	
	БДС 14471; БДС 9901

	2.1.6
	Hydraulic oils
	
	БДС 15892

	1.2.7
	Turbine oils
	
	БДС ISO 8068

	2.2
	Heavy fuel oils
	
	БДС 3383

	2.3
	Gas oil
	
	БДС 9805

	3.
	Plastic piping systems for:
	Procedure: WQP-P. 11.13
	

	3.1
	Water supply from:
	
	

	3.1.1
	Non-plasticized polyvinyl chloride (PVC-U)
	
	БДС ENISO 1452-1,2,3

	3.1.2
	Polyethylene PE, valves
	
	БДС EN 12201-1,4,
БДС EN 12201-1/NA
БДС EN 12201-2+A1
БДС EN 12201-2+A1/NA
БДС EN 12201-3+A1
БДС EN 12201-3+A1/NA

	3.1.3
	Polypropylene (PP)
	
	БДС EN ISO 15874-1,2,3

БДС EN ISO 15874-1, 2, 3/NA

	3.1.4
	Cross linked polyethylene PE-X
	
	БДС EN ISO 15875-1,2,3

БДС EN ISO 15875-1, 2/A1;

	3.1.5
	Polybutene (PB)
	
	БДС EN ISO 15876-1,2,3

	3.1.6
	Cholorinated polyvinyl chloride PVC-C
	
	БДС EN ISO 15877-1,2,3
БДС EN ISO 15877-1, 2, 3/A1

	3.1.7
	Glass reinforced plastic (GRP)
	
	БДС EN 1796

	3.1.8
	Multilayer systems
	
	БДС EN 21003-1, 2,3
БДС EN 21003-1, 2/NA
БДС EN21003-2/A1

	3.2
	Gas supply of polyethylene PE
	
	БДС EN 1555-1,2
БДС EN 1555-1, 2/NA

	3.3
	Electric installations
	
	БДС EN 61386-1/A1

БДС EN 61386-21, 22, 23/A11, 24

	3.4
	Drainage and sewerage
	
	

	3.4.1
	Glass reinforced plastic (GRP)
	
	БДС EN 14364
БДС EN 14364/NA

	3.4.2
	In buildings
Pipes and connectors of PVC-U;
ABS; PE
	
	БДС EN 1453-1
БДС EN 1329-1

БДС EN 1329-1/NA

БДС EN 1455-1
БДСEN 1519-1

	3.4.3
	Underground
Pipes and connectors of PVC-U;
PP; PE
	
	БДС EN 12666-1+A1
БДС 8830;

БДС EN 1401-1;
БДС EN 1401-1/NA;
БДС EN 1852-1;
БДС EN 13476-1,2;
БДС EN 13476-2/NA;
БДС EN 13476-3+A1/NA;
БДС EN 13476-3+A1;
БДС EN 13598-1,2;

	3.4.4
	Above ground
Pipes and connectors of PVC-U and PP
	
	БДС EN 12200-1;
БДС EN 1451-1;
БДС EN 1451-1/NA

	4
	Waste and recycling materials mobile containers for container lifters with neck and teeth
	Procedure: WQP-P.l 1.15
	

	4.1
	Two-wheel containers with capacity up to 400 1
	
	БДС EN 840-1;
БДС EN 840-5;
БДС EN 840-6.

	4.2
	Containers with four wheels with capacity of up to 1 300 1 with flat covers
	
	БДС EN 840-2;
БДС EN 840-5;
БДС EN 840-6.

	4.3
	Containers with four wheels with capacity of up to 1 300 1 with bulging covers
	
	БДС EN 840-3;
БДС EN 840-5;
БДС EN 840-6.


	4.4
	Containers with four wheels with capacity of up to 1 700 1 with flat covers
	
	БДС EN 840-4;
БДС EN 840-5;
БДС EN 840-6.


*The introduction of a new version of standards/documents or standards/documents that replace them is permitted. An up-to-date list of standards/documents with their dated versions shall be provided by the Conformity assessment bodies (CAB).
	



